Nomad™ Aqua 8500 matting
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Description :

NomadTM Aqua 8500 is a tufted matting with a patented combination of two types of polyamide yarns (small and large denier fibres). The small denier fibres are fine continuous filaments and the large denier ones are continuous texturized coarse filaments.

The product features a dense loop pile construction and combines fibres in an attractive velvet-like appearance. This design maximizes dirt and water pick-up and holding performance, and appearance retention .

The matting has a flame retardant and smoke suppressant construction.
Being backed, it holds dirt and water off the floor.

Product Positioning :

Primarily for use as an indoor matting in high traffic building entrances to remove and trap dirt and water from shoes of incoming pedestrian traffic.

Also used in interior walkways and hallway areas.

-Typical traffic: 

        1500-5000 crossings a day

-Service temperature range: 

        0°C to +60°C

Special Features :
Superior aesthetics

Excellent dirt, water removal and holding

Excellent dynamic crush resistance

Outstanding durability

Resistant to trolley traffic.

Safe (flame resistance, smoke emissions, heavy metals)

Colours :

Anthracite Black, Slate Grey, Chestnut Brown, Navy Blue,

Forest Green, Oxide Red



 Sizes : (including edging) *

Pre-cut mats :

· 0.9 x 1.5 m

· 1.3 x 2.0 m

· 1.3 x 3.0 m

· 1.3 x 6.0 m

· 2.0 x 3.0 m

Rolls :

· 2.0 x 10.0 m

· 2.0 x 20.0 m

* Integral edging on 4 sides, except rolls 2.0 x 20.0 m edged only on long sides.

Note: For exact color / size availability, refer to the local price list or to local logistics. 

Packaging and Marking :
1 per case

Each case is marked with product name, size, colour, 3M's trade name.

Each mat is marked with 3M logo and lot number printed on the backing.

Installation and Cleaning Instructions :

Detailed multilingual instruction leaflet included in each case.

Notes :

-Maximum temperature for cleaning solutions: +50°C.

-Maximum temperature for drying : +50°C

-Machine wash (laundry) is not recommended.

Accessories :

3M Matting Edging, Medium Profile
3M Matting Seaming Tape
3M Matting Accessory Adhesive

Product disposal :

Post consumer waste can be disposed of in appropriate containers and / or be incinerated.

The European directive waste disposal code is 20 01 04.



Resistance to chemicals :

	Solution
	Value (

	Common detergents
	Excellent

	Soaps
	Excellent

	Oil
	Poor

	Chlorinated solvents
	Poor


(Excellent = slight effect on product, less than 1% weight loss

Poor = product becomes unsuitable for use.

Product Characteristics :

	Property

Test method
	Value (

	Total weight ( :

ISO 8543
	3700 g/sqm



	Total pile weight (
ISO 8543
	770 g/sqm



	Effective pile

 weight (
ISO 8543
	635 g/sqm



	Total thickness (
ISO 1765
	8.0 mm



	Pile thickness (
ISO 1766
	4.8 mm



	Tufts /sqm (
ISO 1763
	110 000



	Edging width
	25 mm

	Flammability & smoke density :

DIN 4102 Part 14 
	B1

	Dimensional 

stability :

ISO 2551
	Length and width:

up to +/- 2%

	Coefficient of friction 

BIA ZH 1/571 & 

DIN 51130 (GE)
	R12, V10

	Color fastness

ISO 105 B02
	Class 6


( Typical average values.
Origin of product : made in EU.

Source of supply : 3M France
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